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NON STERILE STAINLESS STEEL HANDLES 
 

Supplied in boxes of 10 

 

Handles in this range:    

 

No.3 Graduated, 3L, No.7, No.9 

Fit all No.3 fitment blades 

 

No.4 Graduated, 4L 

Fit all No.4 fitment blades 

 

 

 
 

 

 

 

 

 

 

 

Supplied individually in wallets 

 

Handles in this range: 

 

No.5B, B3 

Fit all No.3 fitment blades 

 

No.6B 

Fit all No.4 fitment blades 

 

 

 

 

 

 

 

 

All handles are manufactured in accordance with BS 2982 and BS EN 27740. 

All Components are manufactured in Europe. 

 

All packets and boxes are marked with the current lot number and expiry dates for traceability. 
 

VAT Reg No. GB 172 8625 45    Reg No. 696744 ENGLAND  

COMPONENT MATERIAL 

HANDLE Stainless Steel 17-4ph  

 

UNIT PACK Cellophane Sleeve 

 

UNIT CONTAINER 

BOX 

Coated white lined chipboard 

COMPONENT MATERIAL 

HANDLE Stainless Steel 17-4ph  

 

UNIT PACK PVC Wallet 

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Email: info@swann-morton.com 

Web: www.swann-morton.com 
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STERILE CARBON SURGICAL BLADE SPECIFICATIONS 

 

Supplied in boxes of 100 

 

Blades in this range: 

 

6, 9, 10, 10A, 11, 11P, E/11, Sabre E/11, 12, 12D, 13, 14, 15, Sabre D/15, 15A, 15C, 15T, 16, 40   

Fit Handles No.3 Graduated, 3L, B3, No.7, No.9 

 

18, 19, 20, 21, 22, 22A, 23, 24, 25, 25A, 26, 27, 36  

Fit Handles No.4 Graduated, 4L 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Products are manufactured in accordance with BS 2982 and BS EN 27740 (where applicable). 

 

Each box is individually wrapped in cellophane before despatch. 

 

All Components are manufactured in Europe. 

 

All packets and boxes are marked with the current lot number and expiry dates for traceability; boxes 

are bar coded where applicable. 
 

Products are sterilised by Cobalt 60 Gamma Irradiation by:-Swann-Morton (Services) Limited, Owlerton 

Green, Sheffield S6 2BJ 
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COMPONENT MATERIAL 

BLADE Carbon Steel 

 

ANALYSIS:   

 

CARBON:              1.2% - 1.3% 

SILICON: 0.10% - 0.35% 

MANGANESE:      0.2% - 0.45% 

CHROMIUM:       0.10% - 0.40% 

SULPHUR:             0.025% max 

PHOSPHORUS:    0.035% max 

TOP FOIL Printed Aluminum with Polyethylene 

 
BOTTOM FOIL Printed Aluminum blade shape with CPP laminate 

 

RUST INHIBITOR Waxed VCI impregnated kraft paper 

 

UNIT CONTAINER 

BOX 

White lined chipboard with litho machine varnish 

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Email: info@swann-morton.com 

Web: www.swann-morton.com 
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NON STERILE FINE HANDLE SPECIFICATIONS 
 

Supplied individually in wallets 

 

Handles in this range: 

 

SF1, SF2, SF3, SF4, SF13, SF23, which fit all blades in our Fine range. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

All components are manufactured in Europe. 

 

All packs are marked with the current lot number and expiry dates for traceability. 
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COMPONENT MATERIAL 

HANDLE Stainless Steel Grade 303S31 

 

ANALYSIS:   

CARBON:              0.12% max 

SILICON: 1% max 

MANGANESE:      2% max 

PHOSPHORUS:    2% max 

SULPHUR:             0.15 - 0.35% max 

CHROMIUM:       17% - 19% 

NICKEL:                 8% - 10%  

MOLYBDENUM: 1% max 

NITROGEN: 0.25% max 

  

UNIT CONTAINER PVC Wallet 

 

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Email: info@swann-morton.com 

Web: www.swann-morton.com 
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mailto:info@swann-morton.com


®     
 

 
 

STERILE FINE BLADE SPECIFICATIONS 

 

Supplied in boxes of 25 

 

Blades in this range:  

 

61, 61SB, 62, 62SB, 63, 64, 65, 65A, 67, 68, 69, 90SP, 91SP 

These blades fit Handles SF1, SF2, SF3, SF4, SF13, SF23 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

All Components are manufactured in Europe 

 

All packets and boxes are marked with the current lot number and expiry dates for traceability; boxes 

are bar coded where applicable. 
 

Products are sterilised by Cobalt 60 Gamma Irradiation by:-Swann-Morton (Services) Limited, Owlerton 

Green, Sheffield S6 2BJ 
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COMPONENT MATERIAL 

BLADE Stainless Steel 

 

ANALYSIS:   

 

CARBON:              0.60% - 0.70% 

SILICON: 0.50% max 

MANGANESE:      1% max 

CHROMIUM:       12% - 13.5% 

SULPHUR:             0.025% max 

PHOSPHORUS:    0.03% max 

NICKEL:                 0.5% max 

TOP FOIL Printed Aluminum with Polyethylene, white 

rayopeel 
BOTTOM FOIL Printed Aluminum blade shape with white CPP 

laminate 

 

RUST INHIBITOR Waxed VCI impregnated kraft paper 

 

UNIT CONTAINER 

BOX 

Folding Box Board with selective UV varnish 

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Email: info@swann-morton.com 

Web: www.swann-morton.com 
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BLADE REMOVER SPECIFICATIONS 

 

Sterile supplied individually wrapped in boxes of 50    

Non-Sterile supplied in boxes of 100 or 500  

   

 

All components are manufactured in the Europe. 

 

All packs and boxes are marked with the current lot number and expiry dates for traceability. 

 

Sterile products are sterilised by Cobalt 60 Gamma Irradiation by:-Swann-Morton (Services) Limited, 

Owlerton Green, Sheffield S6 2BJ 
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COMPONENT MATERIAL 

BLADE REMOVER Phillips K Resin / Grade K R01 butadiene Styrene 

TOP WEB - STERILE Pet / PE MLP12A / 38V (nylon poly) 

 

BOTTOM PAPER - STERILE 60gsm Bleached kraft paper with 10gsm grid laquer 

 

UNIT CONTAINER BOXES 

STERILE 

Coated white lined chipboard with litho machine varnish 

UNIT CONTAINER BOXES 

NON STERILE 

Coated white lined chipboard with UV varnish.  Non Sterile Blade 

Removers are double poly bagged. 

NON STERILE POLY BAG Polythene 

 

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Email: info@swann-morton.com 

Web: www.swann-morton.com 
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PRODUCT HEALTH AND SAFETY INFORMATION 
 

1. IDENTIFICATION   

 Product Name:  Swann-Morton Ltd Surgical / Craft, Sterile / Non Sterile.   

 Product Description: Stainless Steel / Carbon Steel Blades. 

    Nickel Handles. 

    Stainless Handles 

    Plastic Handles. 
 

2. HAZARD WARNING LABELS 

 No special hazard-warning label required. 
 

3.  TRANSPORT CODES 

 Not applicable. 
 

4. SOLVENTS PRESENT 

 None. 
 

5.  WORKPLACE EXPOSURE LIMITS (W.E.L) 

 Not applicable. 
 

6.  SAFE USAGE 

 Blades should not be used unless in conjunction with correct fitment handle. 

 Loose fitting handles should be discarded. 

 The sterility of the product is not guaranteed if the packaging is damaged in any way. 

 Blades must be disposed of in such a manner as to prevent any hazards to other persons. 
 

7. STORAGE 

 Blades and Handles should be stored in a dry atmosphere. 

 Correct stock rotation is recommended where blades / handles are intended for surgical use. 
 

8. FIRST AID 

 All cuts, however minor, should be treated. 

 Burns from molten plastics: - Cool as quickly as possible by the best means available. 

 Make no attempt to remove either molten or solidified material – SEEK MEDICAL ATTENTION IMMEDIATELY. 

 Nickel handles may cause dermatitis in sensitive individuals. 
 

9. FIRE HAZARDS 

 The blades do not constitute a fire hazard. 

 The nickel handles do not constitute a fire hazard. 

Plastic Handles: 

Ignition and burning characteristics: - The product will burn readily if ignited and may continue to burn in the presence 

of air when the source of ignition is removed. Burning may be accompanied by the release of flaming molten droplets of 

polymer, which may ignite adjacent flammable materials. 

Decomposition and combustion products: - The combustion of the product can give rise to a range of products. In common with the 

combustion of other natural and synthetic organic materials, carbon monoxide is generated. The precise chemical identities and 

atmospheric concentrations of the individual products will vary with the combustion conditions.  (E.g. Temperature, Oxygen 

availability). 

  

Action in the event of fire: - Water spray, foam, dry chemical and CO2 are normally suitable fire extinguishing media. Advice from the 

local Fire Authority is strongly recommended in respect of firefighting equipment and procedures. Care must be taken to avoid 

inhalation of fumes from the product combustion products. Suitable self-contained breathing apparatus should be available for use 

by authorised personnel (e.g. Fire Fighters, Rescue teams), where fumes might be present.  Qualified medical attention should be 

sought in the event of injury to personnel.   
 

10. DISPOSAL 

Blades (Surgical) – Dispose of in a suitable sharps container for clinical waste 

Blades (Craft) - Dispose of in a suitable sharps container 

Nickel and Stainless Handles – Dispose of in metal scrap 

Plastic Handles – Contact local authority for disposal method 

VAT Reg No. GB 172 8625 45    Reg No. 696744 ENGLAND  

Penn Works 

Owlerton Green 

Sheffield, S6 2BJ 
Telephone: (0114) 234 4231    

Fax: (0114) 231 4966 

Email: qa@swann-morton.com 

Web: www.swann-morton.com 

mailto:qa@swann-morton.com

